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Top of stakes to have minimum 100 mm clearance
from bottom of tree crown where applicable

—7Tree Stakes
7
/
/ _—Tree Tree ties
—Manufactured finished
" edge of wire
— i 2 Stakes .
Tie vines to Tree fies Top of cylinder ——— \ —~FG
stakes with » .
tree tie material Prevailing wind
2 - Stakes
12 x 12 x 450 Root ball
Wire cylinder with bottom
L Root ba N
3
PERSPECTIVE SECTION B
(7]
~*
Q
o
-
3 mm Manila hemp twine 4o =2
two wraps around *zl;m:félfofuirreed finished
cylinder —_ 9 w
\
A / / Jute mesh cover T
H
Concrete masonr T ~ 2 - 100 mm diameter cored N .
block (Typ) - holes in ungrouted cells. Wire cylinder — VA
(Locations as shown on the plans) im 3 Fasteners
Each hole shall be directly 7
above the other.
Lower hole on vine side.
—FC ,L 300 mm Min

_ . Root ball ﬂ'

Support sfakes\
SECTION SECTION
CORE HOLE (PLANT) FOLIAGE PROTECTOR

o WKILOMETER FOST |SHEET
DIST| COUNTY ‘ RouTE TOTAL PROJECT | NO.

etric
Cicend) LQuJscare aRcATTECT

W'

TOTAL
SHEETS

July 1, 2004
PLANS APPROVAL DATE

The State of California or Jts officers or
agents snall ot be_responsivie for the accuracy
or compiereness of electronic coples of this pian
sheer.

To get fo the Caltrans web site, go fo: hitp:/ /www.dot.cagov

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

PLANTING AND IRRIGATION
DETAILS

NO SCALE

ALL DIMENSIONS ARE IN
MILLIMETERS UNLESS OTHERWISE SHOWN H4

04-08-04




